@ in warm atmosphere

CEZAR | AD2

INFORMATION CARD

PREMIUM LINE


mailto:gorgiel%40gorgiel.pl?subject=Zapytanie%20KP%3A

CEZAR | AD2

Key FEATURES

o A wide range of dimensions

« High performance

o Perfect, unique workmanship

« Modern design

« Simple installation

o The set includes an aesthetic side cover

«  Central connection 50 mm

«  The heater complies with the EN 442 standard
+  Quality control at every stage of production

o Guarantee of quality

Radiator side covers

included
Standard supplied in white [01] or glossy graphite [05] with connection type
51in set with side covers. The valves shown in the photo are optional acces- STANDARD
sories available at an additional cost. Connection zia
SEE RECOMMENDED ACCESSORIES diagram | [M] I I I I
1)719| AD2 - vertical radiator, double version Connection T

[VETEREIE Low carbon steel, unalloyed code

Pipe @ 22
Collector @ 32

Construction:

Work
pressure:

Work
temperature:

Up to 1,0 MPa (10 bar)

Up to 95°C

Premium plug 2"
Premium air vent J4"
Radiator bracket Z14

Standard equip-
ment:

2 -airvent 2"
3 - plug J2"

ITEIERITTEH Color white [01] or graphite glossy [05]

Connection: 28

RECOMMENDED ACCESSORIES

For connection type [51], a do-
uble combination valve with a
head thermostatic in the color
of the radiator
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(51

CEZAR | AD2 [mHm] [nm] [mDm] [mcm] [:f'gq] 55/4[;//]20 c 7 6[%]20 c % 7%]20 ¢ INDEKS kgl [dm]
AD2 100,20 1000 220 100 50 930 209 408 518 10141114995105 3,09 1,85
AD2 100/40 1000 384 100 50 930 371 716 905 10141115005105 10,19 6,13
AD2 100/55 1000 548 100 50 930 520 1003 1267 1014115105105 1471 8,84
AD2 100,70 1000 72 100 50 930 671 1293 1634 10141115205105 19,22 11,56
AD2 100/85 1000 876 100 50 930 814 1568 1981 1014115305105 2374 14,27
AD2 180/20 1800 220 100 50 1430 354 676 852 10141116995105 506 3,10
AD2 180/40 1800 384 100 50 1430 608 nn 1479 1014117005105 17,65 10,62
AD2 180/55 1800 548 100 50 1430 851 1640 2072 1014117105105 25,48 15,34
AD2 180/70 1800 712 100 50 1430 1104 2127 2687 10141117205105 33,31 20,05
AD2 180/85 1800 876 100 50 1430 1332 2565 3241 1014117305101 41,07 24,72
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