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CEZAR III AH2
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Key features

Supplied as standard in white with type 11 connection.
The valves shown in the photo are optional accessories 
available at an additional cost. 
SEE RECOMMENDED ACCESSORIES

Type: AH2 - double horizontal radiator

Material: Low carbon steel, unalloyed

Construction:
Pipe Ø 22
Collector Ø 32

Work 
 pressure:

Up to 1,0 MPa (10 bar)

Work 
 temperature:

Up to 95ºC

Standard  
equipment:

Premium plug 1/2"
Premium air vent 1/2"
Radaitor bracket type Z15

Surface finish: Color white [01]

Connection:  1/2"

 STANDARD

Connection  
diagram

Connection  
code

[C]

[ 11 ]
2 3

OPTION

[BC]

[ 31 ]
23

3 3

[ 32 ]
3 3

3 3

2 - air vent 1/2"
3 - plug 1/2"

•	 Perfect, unique workmanship

•	 Modern design

•	 Easy to install

•	 Quality control at every stage of production

•	 Guarantee of quality

CEZAR III AH2

RECOMMENDED ACCESSORIES

For connection type [11] a valve 
with a thermostatic head mat-
ching the color of the radiator

For connection type [31] [32], 
a set of supply and shut-off 
valves with a colored thermo-
static head
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CEZAR III AH2 H [mm] W [mm] D [mm] BC [mm] C [mm]
Heat output [W] Product version

55/45/20ºC 75/65/20ºC INDEKS CODE

AH2 40/100 384 1000 116 334 954 371 716 10141125741101

AH2 40/180 384 1800 116 334 1754 608 1171 10141125761101

AH2 55/100 548 1000 116 498 954 520 1003 10141125781101

AH2 55/180 548 1800 116 498 1754 851 1640 10141125801101

AH2 70/100 712 1000 116 662 954 671 1293 10141125821101

AH2 70/180 712 1800 116 662 1754 1104 2127 10141125841101

[31/32] - universal connection 180o

W

D
H B
C

[11] 
W

D
H

C

H - height; W - width; D - depth; BC, C - connection distance;
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