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Key features

As standard, it is supplied in white color [01] with a central bottom connec-
tion, spacing 50 mm, type [71]. The valves shown in the photo are optional 
accessories available at an additional cost.

Type: AAN/R - bathroom radiator

Material: Low carbon steel, unalloyed

Construction:
Profile 30 x 20
Collector 35 x 35

Work 
pressure:

Up to 1,0 MPa (10 bar)

Work 
temperature:

Up to 95ºC

Standard 
equipment:

Premium plug 1/2"
Premium air vent 1/2"
Radiator bracket type Z 20

Surface finish: Color white [01] as standard

Connection: 1/2"

 STANDARD

Connection 
diagram

Connection  
code

[M]

[ 71 ]
2

4

[ 72 ]
2

4

2 - air vent 1/2"
4 - 1/2 "plug fitted as standard, possible
      installing an electric heater

•	 Easy to install.

•	 Performance.

•	 Perfect for any bathroom.

•	 Original and aesthetic combination of profiles.

•	 Connection distance 50 mm.

•	 Dedicated connection for an electric heater.

•	 The heater complies with the EN 442 standard.

•	 Guaranteed high quality.

ANGU/R
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INDEKS [kg] [dm3]

AAN/R 75/55 735 535 75 50 204 383 480 10115142847101 8,34 3,75

AAN/R 95/55 985 535 75 50 267 503 630 10115142857101 11,21 5,13

AAN/R 125/55 1235 535 75 50 329 623 782 10115142867101 13,66 6,29

AAN/R 145/55 1435 535 75 50 380 721 906 10115142877101 15,96 7,39

AAN/R 175/55 1735 535 75 50 458 872 1097 10115142887101 18,98 8,83
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ANGU/R

H - height; W - width; D - depth;    
M - connection spacing; 
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